
Specification No. : CR/Safety Shoes Specifications/2012 

    Central Railway : Specification for Industrial Safety Shoes  

 

1. Safety Footwear, antiskid, anti penetrates, conforming to IS 15298 (Part 

2):2002 or latest. Requirements and test methods as per IS: 15298 (Part 1): 

2002 or latest.  

2. Design and Classification:  As per IS 15298(Part 2) Code Designation-I, 

Table-1, Fig.1, Design “A”, Low Shoe,  

3. Leather : Full Grain Leather as per Para 3.4.1 of IS 15298(Part 1) 

4. Black Upper Leather Direct Injected Molded cleated outsole made of dual 

density Polyurethane having resistance to acid, alkali, oil and water and 

without nails. 

5. Each safety shoe shall be clearly and permanently marked by embossing or 

Branding as per item No.6 of IS : 15298 (Part 2) 

6. The Safety shoes shall be tested as per IS: 15298 /2002 (Part 1) by National 

Test House or other testing laboratories as given in the qualifying criterion 

and test certificate has to be submitted along with every supply. 

7. Footwear shall be antistatic as per para 7.2 of IS 15298(Part 2). 

8. Basic requirement shall be as per  Table- 2 and additional requirement as per  

Table 3 of IS-15298(Part-2) /2002 or Latest 

9. Packing: Each pair of shoe must be wrapped in paper and then packed 

separately in card board packing box. 

10. Size wise requirements [Sizes in English] are given separately. 

 

The following eligibility criterion for the firms to participate in the tender:- 

 

1. Firm should be ISO 9001 Certified and submit the valid ISO certificate. 

2. Firm must submit Guarantee Certificate at least for a period of six months 

against any manufacturing defect. 

3. Item is reserved for purchase from SSI units registered with NSIC for this 

item. Firm to submit NSIC registration for this item along with the offer. 

4. Preferably only Manufacturers should quote. In case the dealers or distributors 

are quoting on behalf of the manufacturer then the manufacturer must meet 

the entire eligibility criterion at 1 to 3 above and submit the documentary 

proof for the same along with the offer. Inspection shall be carried out only at 

manufacturer’s premises by the inspection agency before dispatch. 

Manufacturer must give tender specific authorization to the dealer/distributor 

along with the offer.  

5. Firms to give test certificate along with the offer from the reputed testing 

laboratories which are ISO 17025 certified or testing laboratories having 

accreditation with National Accreditation Board for Testing & Calibration 

Laboratories [NABL] or NTH certifying that the shoes manufactured by the 

firm meets the tendered specifications. 

6. Firm should submit two pairs of samples for confirmation of design and 

pattern only other parameters shall be as per the specifications. Offers without 

the samples are likely to be ignored. 



 


		2012-11-02T12:24:20+0530
	SHARMA HEMLATA


		2012-11-02T15:15:57+0530
	SHARMA HEMLATA




